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User Manual

Disclaimer

Key features

specifications

Brief look of transmitter

Interface

Turn transmitter ON/OFF --

Battery level indication

Clock alarm & time setting

Transmitter charging

Functions
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Installation Manual

Includes

Tips for ECU installation ---------

Wiring daigram

Central locking system installation ---------------

Jump switch setting

installation of antenna

ACC circuit

Footbrake (+)

Door trigger (+) / (-)

Handbrake switch (-)

Remote engine start circuit ------

Engine start detection wire -------

Trunk trigger (-)

Engine killer circuit (+)

Fuel pump cut (-)

Shock sensor installation ---------

Installation of tilt sensor (optional) ------------------

LED indicator

Temperature sensor installation

Tronbleshooting
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1.This system is for vehicles with 12V DC only.

2.System should be installed by a professional
auto technician.

3.The installation position of ECU should be kept
away from water and dust.

4.All components should be fixed tightly and the
wires must be long enough to avoid
disconnection from heavy vibration during
driving.

5.This system will help to reduce the possibility
of losing the vehicle by discouraging theft.
Please take out the valuables when leaving
the vehicle.

6.When the transmitter operating distance is
shorter or its indicator light turns dark, please
recharge the transmitter battery ASAP.

7.1t is highly recommended to read this manual
before using this system.

8.Perform a functional test after installation.

9.The operation distance may affected by
constructions, topography or weather.

10.Please do not open or change the PCB without
authorization.

® In-car temperature checking

® Remote engine start

e Comfort closure

® Rechargeable transmitters with lithium battery
® Anti-hijack

® FSK technology and long life span

Specifications

System:
Operating frequency:  433.92MHz
Operating voltage: 12+ 3V

Static current: 20mA
Siren SPL: 105~125dB
Transmitter:

Operating frequency:  433.92MHz
Operating voltage: 3.2~4.2V
Static current: <25mA
Charger:

Operating voltage: 12+ 3V
Output voltage: 4.2~4.25V
Static current: <5mA
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